
Applicable to doors
residential roller shutters
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KEEpad
3-channel wireless keypad

KEEpush
3-channel wireless pushbutton

Motion radio wall transmitters with visual interaction and 
INSTALL&GO installing system

KEEaccess

install



KEEpad · KEEpush
3-channel wireless keypad & wall transmitter

jcmtechnologies

KEEpad
3-channel wireless 
keypad

3-channel wireless 
pushbutton

Thanks to an installation without cables and 
simple programming, the equipment is ready 
for being used in less than 10 minutes and 
saves on labor costs.
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Actions

 Digits 0-9

 Validation

	 Configuration

Indicators 

 Low battery

 Internal error/maintenance

technical features
• Tactile keypad with 3 passwords
• Compatible with all MOTION receivers and 
 management tools.
• 	 Maximum	range	of	100	m	in	open	field.
•  Code length from 4 to 8 digits.
•  Power supply: three 1.5Vdc batteries, AAA type.
•  Battery life: 2 years or 6000 activations (8 daily).
•  Backlit keypad even in direct sunlight.
• 	 Anti-fingerprint	surface.
•  Anti-spy function.
•  Anti-spy function and Anti-intrusion blocking (see 
 video in www.jcm-tech.com/JCM/keepad-keepush/ )
•  IP65.

technical features

Typical application: external use

Typical application: internal use

•  Tactile pushbutton with 3 buttons.
•  Compatible with all MOTION receivers and 

management tools.
• 	 Maximum	range	of	100	m	in	open	field.
•  Power supply: Four 1.5Vdc batteries, AAA type.
•  Battery life: 2 years or 6000 activations (8 daily).
•  IP65.
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Actions

 3 channels

Indicators 

 Low battery

 Internal error/maintenance
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