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Applicable to doors
leaf folding · sliding · sectional

folding · roller 
barriers
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single-phase control panel

VERSUSM8

www.jcm-tech.com

VERSUSM8

Configurable single-phase operating 

panel for leaf-folding, sliding, sectional, 

leaf up and over, folding and roller 

doors and barriers



jcmtechnologies
be a step ahead with technology and imagination

single-phase control panels
control panel platform

CONTROL PANELS

·  Panels to control single phase engines.
·  Power supply/Max. Pow. 230V/1CV (0.75kW) or 1,2 kW engine, single phase.
·  Activation of engine by relay, without engine power regulation nor smooth stoppage.
·  868MHz receiver, 30 codes incorporated with possibility of expansion to 500 codes.
·  Red luminous indicator.
·  Active input-output indicator.
·  Status indicator by way of ERROR LED or display cards.
·  Detection of engine stoppage by limit switch or by mechanical buffer detection.
·  Operating failure detection.

1 fi xed 12/24Vdc output, max.200mA 
(total maximum output consumption)

1 configurable 12/24Vdc output, 
max.200mA (maximum total 

output consumption)

2 configurable independent 
inputs

2 confi gurable outputs
potential free

Input for OPEN-STOP-CLOSE 
buttons on cover

Output for courtesy light on cover

OPEN-CLOSE buttons

Connector for function expansion 
card (traffi c light card, Radioband 3G 
receiver, Radiosens3 receiver...)

Selector for 4 positions options with 
configurable function

Buttons on cover with configurable  
function (by default: OPEN-STOP-
CLOSE)

Courtesy light. Configurable 
duration and fl ashing.

230Vac switch with luminous 
indication

Padlock for greater 
anti-handling security

Up to 4 cable inputs on the lower 
part and 2 on the side.

Optional, interchangeable hinges 
right/left opening

Free space for accessories such as 
affi xation of engine condenser and 

terminal for earth connection

VERSUSM8

Connector for diagnosis and functions 
programme (VERSUSProg)

Jumper to select 12 or 24Vdc
power supply outputs


