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Disconnect the power supply whenever you proceed to the installation,
maintenance or repair of the equipment.



Designed for automation of garage doors, in accordance wi th the general description. Not guaranteed for other uses. The
manufacturer reserves the right to alter equipment specifications without prior notification.



Designed for residential aluminium roller shutters, the KEEROLL solution has di rect communication wi th the user and the
installer.
Its capacitive front with i l luminated keys provides comfort and securi ty. The door can be opened and closed by any person
without the need for technical know-how. The installer requires no initial training in the product.
The control panel can incorporate the most advanced system for detecting obstacles via radio, wi thout wires. Ready to
work with RadioBand3 or RadioSens3 to comply wi th all safety regulations. It's cl ean, quick and straightforward.

The system compl ies wi th standard EN ISO 13849-1: 2008, category 2, PLc.



Press to open, stop and close the door.

Press to close the door in dead man mode.

Block function: KEEROLL control panel incorporates a block button on the cover to prevent
the door from being opened accidentally.

Press to block the door, key lights ON. The control panel wil l not be able to move
the door neither to receive any transmi tter. Useful function to block the door during the 
night or when going on holiday.

Adjust courtesy light activation time: The user can set the desired time to leave the cour-
tesy l ight at on simply by pressing a button on the cover.

New transmitters: The user can program new transmitters simply by pressing a button on
the cover (deleting transmi tters is an action that is only allowed in instal ler mode).

Alarm function: With the ALARM accessory i t i s possible to detect unwanted openings of 
the door (robbery), enabling the control panel’s sound alarm to be activated, or even con-
necting i t to the alarm system al ready present in the home.
Dipswitch 4 at ON. With door total ly closed, i f someone tries to move i t manuall y, the 
alarm wil l be activated.
Door must be closed normally for alarm to be set. If closed in deadman alarm may not be 
set properly.
To stop the alarm, press any button of a programmed transmitter.

Door must be in closed position to program new transmitters.



RadioSens3 is an impact detection system installed at the last slat of the roller shutter. It detects the obstacle and
reopens wi thout causing any damage.
The communication system between the RS3 T868 and the KEEROLL is permanently monitored (two-way link via radio).



Remove the front cover of the control panel . Install the bottom part on the wal l in a vertical position, at least 1,5 meters
over the ground and in accordance wi th the assembly instructions below.



Install the transmi tter following the steps and recommendations below. Pass the cables through the holes indicated (only
i f you use the lock connection).
Instal l the transmitter in a horizontal position, at the middle of the last slat (i t must have a tolerance of minimum 2mm
of movement). Avoid placing metal l ic surfaces between the receiver and the transmitter.
It is recommended to use limit switches in the installation and to have them properly connected, or to assure that the
door wil l stop always at the same point. The speed of the door must be uniform.
Options and sensibil i ty selectors must be set before programming. Any later change wil l have no effect.

Control panel detects automatical ly the limit switches in the tubular motor. An adjustment of the limi t swi tches before
RadioSens3 instal lation is requested.



Before installing the KEEALARM it must be programmed. See " Programming ->
KEEALARM programming"
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or toDipswitch 1 at ON. Door wil l move in dead man mode. Keep pressed 
move the door up and down.

Press , to change the phase of the motor in case the door is not moving in the proper
sense.



Press , key l ights ON, a beep wi ll be heard. (Door must be in closed position).

Keep pressed key unti l reach the desired channel configuration (see below sequence for the different con-

figurations).

Press each transmitter button to be programmed, a beep wil l be heard each time a transmitter is programmed.

Press again to exi t radio programming, l ights OFF.

Enter Installer Mode: Press l lights ON, a beep will be heard.

Press the PROG button of RadioSens3 or RadioBand3 transmitters, a beep wil l be heard once i t is programmed. The
safety element wil l be programmed on the first channel of the receiver.

Press again to exi t Installer mode, key lights OFF and two beeps wil l be heard.

Press the desired transmitter button to 
close the door in deadman mode
Press to activate the courtesy light

, the maintenance indictor



Enter Installer mode: Press , the maintenance indicator l ights ON, a beep wi l l be heard. Select

dipswitch 2 at ON:

Press , with the door
totall y closed, on cover and
the control panel wil l ini-
tiate and auto-programming
sequence.

Autoclose time.

Door opens 2 seconds.
Press on cover and door

closes.

Door closes automatical l y. Door stops.

Door stops. Door opens automatical l y.
*Only with RadioSens3

Door opens automatical l y. Door closes automatical ly.
*Only with RadioSens3

Door stops.
Maintenance indicator
l ights off. End programming.



Press , key l ights ON, a beep wi l l be heard.

Keep pressed key unti l reach the 4th channel configuration ("Transmi tter programming" table for the different con-
figurations).
In channel 4 configuration (4 flashes), sl ide the Keealarm device in front of the magnetic part to acti vate the alarm. A
beep wil l be heard to indicate that the device is programmed.



Once the control panel i s correctl y wi red and programmed, check that all the system (accessories included) is working
properly.

Press the transmitter button and check that the door opens. Press again, and check that the door stops/closes.

Check that the LED is at OFF.

If i t i s acti vated when the door's moving, the LED wil l turn at ON, indicating the activation of the safety edge.

Check that the LED is at OFF.

If i t i s acti vated when the door's moving, the LED wil l turn at ON, indicating the activation of the photocel l.

Check that the LED is at OFF.

If i t i s acti vated when the door's moving, the LED wil l turn at ON, indicating the activation of the safety element.

Make sure that the LEDs are OFF

If i t i s acti vated when the door's moving, the LEDs wil l remain at OFF, indicating the activation of the
KEEALARM.



To ensure that the radio communication is good enough, check that the LED is at OFF. If i s permanently activ-
ated, please check RadioSens3/RadioBand3.

To adjust the impact detection of the RadioSens3 system, change the sensibi l i ty selector between 0 and 4.



Enter Installer mode: Press , the maintenance indicator l ights ON, a beep wil l be heard.

The fol lowing functions can be done inside this maintenance mode.

Keep pressing to set up the maximum number of manoeuvres:

If the maintenance alarm is activated, when you press a few quick flashes wil l l i ght ON and the number
of operations wil l be set to 0.

Press and keep pressed unti l and
keys starts flashing, a beep wil l be heard.

Keep pressed and press , to erase trans-
mitters, some beeps wi l l be heard followed by a long beep.



Press and keep pressed unti l and

keys starts flashing, a beep wil l be heard.

Keep pressed and press , to erase safety ele-

ments, some beeps wil l be heard fol lowed by a long beep.

When you power supply the equipment, i f the frontal panel does not l ight, remove the front cover and replace the fuse
with another fuse wi th the same characteristi cs. You have a fuse available on the middle cover for the first time.

If the led is at ON, the RadioSens3 connected is in a low battery state.

Proceed to replace the two batteries for new ones, taking care of the polarity marked on the connector. Check that the
new batteries support the same range of temperature that the ones replaced. Do not mix new and old batteries. Battery dur-
ation: 2 years approximately.
Battery type: 2 x 1,5VDC LR6 AA





Technical Data: Transmitters 

Parameter 

Operating frequency 

Power supply 

Consumption 

Battery life 

Range 

V alue 

MUV2 -HP 

868MHz

1 x3 V   CR2032 Battery 

12mA 

Approx 2 years

100 metres
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Troubleshooting 

KEEROLL 

iiii•#idi•id 

Emergency stop input activated 

Low battery detection 

Radio communication error 

ON: Installer mode 

Flashing: Maintenance warning 

ON: Closing photocell activation error 

Flashing: Indicates the reversed movement 

after a safety detection 

ON: RS3 / Safety edge activation 

Flashing: Indicates the reversed movement 

after a safety detection 

Flashing: KEEALARM is not sending the sig

nal correctly 

SOLUTION 

Verify the batteries of the safety transmitter 

Verify the radio signal. Check the batteries, 

reprogram again or change equipments loc

ation. 

See Maintenance chapter 

Check the batteries, verify that the installation 

or the programming is ok 

In case of any safety error, the door can be moved keeping pressed the 0 or 0 or

� or any other input controls. 

jcmtechnologies 
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JCM TECHNOLOGIES, S.A. hereby declares that the product KEEROLL and RS3 TGL868 compl ies with the relevant 
fundamental requirements of the RED Di rective 2014/53/EU, as wel l as with the Machine Di rective 2006/42/EC 
whenever i ts usage i s foreseen; and with the 2011/65/EU RoHS Directive.
The manufacturer JCM TECHNOLOGIES, S.A. declares that the products KEEALARM and MUV2 compl ies with the rel-
evant fundamental requi rements of the RED Directi ve 2014/53/EU and of the RoHS Directi ve 2011/65/EU.

See website www.jcm-tech.com/declarations/

JCM TECHNOLOGIES, SA
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